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phoenix 12 | 375

HPK145/100 is Sunnytek-Medium home power

kit is a package for getting power to houses that are off grid. Here we operate

with no grid and power by sun enough for a smaller family to get lamps + power

for a small fridge and mini TV set. Components are of highest quality and all key
parts are European brands only. System is designed for tropical areas where
demands are very high. Long maintenance free like time is a dream. Design criteria
is to offer a system where nothing needs service and rapid in 5-7 years and most
parts handle at least 10-15 years or more.

Solar panel with 145W output is the key component and here we have selected a special model
based on thin film design. Reasons are that these panels are far better than crystalline panels when weather
is a bit bad and here the main problem of lost energy is mots important, Bad weather sets limits of a system
and not the best sunny days.
Thin film do often gives 20-30 % more power when weather is bad. Thin film is also far less sensitive to dirt
and objects on surface as tree leaves which is a common problem in tropical areas. These panels have by
far the best high temperature characteristics.
We use a panel model with full 145 W in output. This corresponds to a 160W Crystalline panel in output as
thin film normally is 10% better over one year .This is measured at produced power in KWH-year.
These panels have 100 Volt DC output making cables losses smaller than on lower voltage panels.
Warranty is full 20 years specified to 80% of original specifications. Panels are made in 2 laminated glass
and frameless. Surfaces are glossy hardened polished glass.This make cleaning far simpler and water by
rain is normally OK. Installation is very simple. We can supply hard ware as profiles but a mount in wood
is also OK as an option.
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Ed: Average daily electricity production from the given system (kWh) Monthly energy OUtpUt from ﬁxed'angle PV SYStem

Em: Average monthly electricity production from the given system (kWh)
Hd: Average daily sum of global irradiation per square meter received by the modules of the given system (kWh/m2)
Hm: Average sum of global irradiation per square meter received by the modules of the given system (kWh/m2)
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Battery system 24 volt 110 AH

Battery is the most costly and critical part of solar system.
This is the component with shortest life time and differences
between battery packs quality are very large. We use a deep
cycle GEL battery and have 2 pcs units of 12 volt in series.
They are 100% maintenance free and have no liquids. Gel
battery is OK to 25-30C in temperature of not deep cycled
more than 30-40%. Life time is often 5-7 years if so. For
hotter areas we have a Lithium battery or NI.MH than can
withstand 60C in ambient temperature but this is much more
costly but the only alternative in hot areas.

Battery selection in short with some criteria with day cycling

Battery model Ambient temperature Deep cycle Lifetime
Lead Car SMA type 20C 40% 6 months
Lead Car SMA type 30C 40% 2-3 months
Lead GEL solar 25C 40% 4-6 years
Li-Fe-Po 30C 80% 5-10 years

Solar charger system.

MPPT solar charger is more advanced solar charger and this stands for Maximum
Peak Power Tracking. Here a processor sense and see what can be collected from
panels and just all parameters by a DC / DC converter inside unit. Here we typically ok e ol
get 20-30% more KWH added into battery as controller is very efficient. MPPT is by om0~
far best and most cost efficient.. This unit can handle 60A/ 150 volt in power .1t
operates at 24 volt DC battery level and max 150 Volt from solar panels.

Inverter system 375 W 110/230 volt 50/60 Hz

Inverter is making AC from battery unit and we offer booth European or

USA models. Inverter and charger are booth from Victron Holland and e oenix 121375
the most well known brand in Tropical applications. It operates at 24
volt DC from battery and have a EU / US plug in its cabinet to make
simple connection. Power is max 375W.

Cable set between solar panels and inverter

All kits have a 10 meter solar panel cable to be used from the
panel connector to the solar charger. This is a weather resistant
cable as it is used out door in rain and with lots of sun and
corrosion. We use MC4 standard system.

Cable and fuse set for battery and electronics

Cable set 3 meter long between charger and battery with an |

-
-

automatic fuse to prevent problems. One box with cable clips is N «
included for use on all cables. & o
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Cable set with switches and all needed parts for installation

Electric connection set 230 Volt of high quality European - o
equipment. Here we have 3 wall switches of high quality

with 20 meter cable. There is 2 wall connectors 230 Volt \ A
with earth pole. “\,‘
We have 3 pcs junction box . All parts are IP 54 ' R
encapsulated and rugged for a long life with no problems. S — G,
All parts are CE marked and fulfil international standards of electrical ' o0
security.

Lamp unit with socket and lamp unit / led bar for 24 volt DC direct operation

Lamp kit contains 6 LED lamp housings wit E27 sockets of a universal

design that works in and outdoor. IP 65 protection is OK in a bathroom /

so it is water sealed. N &

Lamp is a 5W LED lamp with E27 socket giving 400 Lumen in light \ = 2l

output. This design gives typical 30-50 thousand hours of lifetime. 3
\

Thunderbolt / Lightning protection

Many tropical areas have thunderstorms and lightning

problems that destroy equipment. We include a spark

arrestor and transient protection to absorb the electrical shocks
that can destroy all that is connected by a cable to the solar panel.
This device follows the standards of 5000 Ampere transient
protection ( 1000 Volt ).

Experience shows this is a key part for long trouble free life of the
installation.

Content of the large solar home Kkit.

1pcs 145W Solar panel with 1 meter cables and MP4 connectors
1 set 10 meter Junction cable with MP4 connectors between panel and charger

1 pcs 30A MPPT high efficiency solar charger for 24 volt battery operation. EU product
1set 3 meter Cable set between charger and battery pack with fuse
1 pcs Battery Standard 1 Lead Gel battery 100 AH 24 volt for 25-30 C ambient Temp.

Option 2 Lithium Iron Phosphate battery 40 AH 24 volt for higher
temperatures and longer life time. Or a Ni-Mh Nilar battery.

1 pcs Inverter  375W sine wave high quality inverter. EU brand Victron Optional USA model

1set Cables  Set of all cables between battery + inverters + fuse etc. Length 1 meter.

1 pcs Junction  For position close to inverter and battery.

3 pcs 230 Volt  Wall switches European or optional USA

3 pcs 230volt  Junction box European or optional USA

20m 230 Volt Cable 3x1.5 mm2 type EKK

6 pcs Lamp Lamp with lamp housing E27 thread and 5 MW led lamp included

1 box 8 mm Cable clips 8 mm

1 pcs 5KA 2 pcs Thunder bolt protection transient absorber. 5 KA 1000 Volt
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Calculation criteria for large home system

6 pcs 5 W led lamps 5 hours per day = 150WH per 24 hours
1TV 17 inch TFT with 50W 5 hours per day = 250 WH per 24 hour

1 pcs Radio 10W 6 hours per day = 60 WH per 24 hours
3 pcs Mobile phone chargers Intermittent 24 = 20 WH per 24 hours
Summary in KWH per 24 hours Total 480 WH / Day

1 panels of 145W / each gives typical 0.65 KWH / day Margin about 20-30%

Warranty Solar panels 20 years with 80% rest power
MPPT Inverter 5 years
Battery 5 years if we have a service contract and certificate of correct inspection
Lamps 3 years

Extended warranty 1400.00 DALY POWER GENERATION COMPARATION
If we have a service 1200.00 — o~
contract we ca give up 133‘8 T} A
to 10 years complete IR il A
warranty of all 400.00 e ,
components. 203.& T e e O | i
This included service .

isits and check 88888888888888838883838888383888
visits and chec every 0 0 M O " NN aERLenINASS O~ O WS

- - NRNBRRINARAIREIISST2ITSESIERSASA
year and service at site MHNOCORRBERASSHANANMMIINNOON N XX
~——THINFILM1 1.5 KW POLY 1.5 6 KW RRADIAN

Down left we have 2

photos from an installation in Congo having same
components as here but more units to get 3.5 KW output.
Here it is very rainy and medium hot and less 30C in
temperature. System gives power for 250 pcs of our high
efficiency led lamps of 5W / ea.

Design criteria is 7 years life time of battery and 20 years
for other components. Normally no maintenance is needed
except to check panel are not to dirty or cowed by
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something.
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