Super Brightness T5 LED Tube Light 600mm

Specification:

Model Name: T5 LED Tube

Voltage: AC165-265V

Source: High power 2835SMD

Power: 10W

Housing material: milky white PC + aluminum substrate + aluminum body
Drive: Built-in (constant current) drive

PC cover: milky white

Life: 30,000 hours

Color temperature: 2700K-3500K (warm white) 5500K-7000K (cold white)




PRODUCT PARAMETERS

———— PRODUCT PARAMETERS ———

[ ltem Type ] LED Bulbs

[ Beam Angle (°)] 180°

[ Brand LED Chip ] Epistar

[ Average Life (hours)] 50000

[ Base Typel 15

[ Voltage] 165-265v

[LED Chip Model] swmp 3528

[ Certification] ccc, CE, ROHS

[ Color Temperature] warm white (2700-3500k)
Cold white (5500-7000k)

[ Power Tolerance] 3%

[Led Tube T5 Color] Cold /warm White

[ Occasion] Bedroom

[ Scope] Home lighting, commercial lighting

LED LIGHT BULB

less power consumption while running
good temperature stability
electricity-saving.



FEATURE OF PRODUCT GOOD LIGHT, FIRST CHOICE FOR YOU

T5 Lamp light

6 REASONS TO CHOOSE US

Top quality lampshade P Fast heat Dissipation
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No deformation ° e High quality lamp body
Quantity guarantee e L Support AC165-265v

Not easy bad

@ O O

DURABILITY ENERGY SAVING BRICHT UNIFORM I'HE HEALTHY EYE EXQUISITE



?HIGH QUALITY LIGHT SOURCE

TOP QUALITY

SMD 3528 chips

Contrast of light




PRODUCTS REAL SHOT &

The brightness is fit for ® ¢ e, .
your eyes *

Energy saving and
environmental protection
low-carbon life
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Drive show

aluminum



Fast Heat Dissipation



AC 165-265

Not easy bad
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PRODUCT DETAILS GOOD LIGHT, FIRST CHOICE FOR YOU

D transparent PC lampshade
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TOP quality 3528 SMD chip Stable electricity
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vewsisone | S€AMIESS connection, 99.99% no dark space

Seamless connection, no dark areas Breakpoint connection. dark areas



Cold whirte Warm whirte

T5 —— installation method

REAL SHOT CHART















The best

choosing for you







