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A1 Hybrid MPPT solinverter fér solenergi med energilager.

Denna apparat &r en bra I6sning fér de som vill ha solenergi med eget batterilager och solpaneler. Det &r
en utveckling av en tidigare modell. Denna é&r en lite stérre modell med effektomradet 6 KW till 10KW
enfas. De stérre modellerna har hela 4 MPPT slingor vilket ger en effektivare installation om panelerna
delvis skuggas eller det ar lite molnigt. Dess enheter kan parallellkopplas me dump till 10 st enheter i
parallell. Den kan aven anvanda hogspanda batterier och paneler sa strommarna blir mindre och likasa
forlusterna.

Kylning utan extra flakt ger mindre problem och tyst funktion.
Ingen flékt klarar dammiga miljéer béattre

* Verkningsgrad 98.5%

Akta sinuskurva pa spanningen

2 eller 4 separata individuella MPPT ingangar for solpaneler ger battre funktion vid partiella skuggor
och daligt vader.

* 110/230 Volt 50 eller 60 Hz

Webinterface

10 ars garanti

Transformatorlds elektronik

Kompatibel med flera energilager likt LG med flera.

Vi har &ven de tillbehor som behdvs for ett komplett solenergisystem . Solpaneler med fasten. Kablar och installations
material. Batterilager av olika slag. Med mera med mera. Vi har &ven en serie mindre enheter 3 KW och upp
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Input (DC)

Max DC power (W] 7200 8400 9120 10320 12000
Max DC power per MPPT (W] 3600 3600 3600 3600 3800
Nominal DC voltage [V] 360 360 360 360 360
Maximum DC voltage V] 600 600 600 600 600
System startup voltage [V] 150 150 150 150 150
Shutdown voltage Typical [V] 80 80 80 80 80
MPPT voltage range [V] 105-500 105-500 105-500 105-500 105-500
Full rating voltage range [V] 225-500 225-500 225-500 225-500 225-500
No of MPPT/Strings per mppt 2/1 3n 3/1 41 41
Max. oper ating current per mppt 10 10 10 10 10
AC Output (grid tied)

Nominal AC power [W] 6000 7000 7600 8600 10000
Maximum AC power|W] 6600 7700 830 S00208V) ME0240V) 10000
Nominal AC voltage{range) [V] 20B(183-228) 240(211-264) 240 (211-264)
Norminal Frequency/Range [H2] 60/{57-63) 60/57-63)
Nominal AC current at 208V [A] 29 34 37 4 48
Nominal AC current at 240V [A] b 29 32 36 42
Maximum AC current at 208V |A] D 37 40 41 48
Maximum AC current at 240V [A] 28 32 35 39 42
Power factor Range 0.8leading- 0.8lagging

THDC %] <2

ACOUTPUT (off grid)

Continuous Output Power [W] 6000 7000 7600 8600 10000
Surge Rating (Oweribad for 3 minute) 7200 8400 9120 10320 T8D
Waveform True Sine Wave

Power Consumption(id - werter mode, noloed (W <34

Power Corcumplion(ide - Sea ch mok (W <10

AC Output Voltage V] L-N: 120 ; range{1164 -123.6)

AC Input

AC Input power [W] 6000 7000 7600 8600 10000
Surge Rating (Overload for 109 9000 10500 11400 12900 15000

AC rpd Woltage rrgeb,pass(mgma:e: v
AC Input Current [V’

X I@!qumyin}!,ﬁy:u.(]aw M)

208V{183-228) 240V (211-264).
29A208 2A M0 3208 ZDA240 ITAZ0832AM0  4IA2083A240  4BA20842A240
52-68 Hz (default)Power Grid44-70 Hz allowable)Electric Generator

Generater su Yes Yes Yes Yes Yes
Battery ppett

DC Input Voltage Range V] 85-432
DC charge and discharge current [A] 25
Dischame Rating (Overload for 1 mirute) A) 50

ams Can/R5485
Effidency

Max PV-AC %] 9850
Max PV-Battery [%] 9850
Max Battery-AC [X] 96.00
CEC efficency [X] 9700
Prowection

DC disconnect device Yes

DC reverse polarity protection Yes
Over voltage protecton type Varistor

PV array ground fault detection Pre-start RISO
Ground fault monitoring Yes

Grid monitoring Yes

BAT Fuse Yes

AC short Greuit protection Yes

ALL-poi e 9l ive edud cument reort ring Lt AON Y Yes

Arc fault circuit interrup ter(AFCI) Yes
Profection calss over vatage category /v
General data

Dimension [mm)] 560° 863277
Enclosure Rating Type 4X
Operation Temperature Range [C) -25~+60
Relative Humidity 0-100% RH Condensing
Noise [dB] <45

Max Operadion AlRude With out Derating [m)
Internal Power Consumption (W]

2000
<10

Topology trarsformeriess

Cooling Concept Natural conmvection

Safety And EMC ULLZ4 L ULI741SA IEE EISAT IEEEL 547 L CSA-C22 2N 1071-0L U L1998 UL16998 I-CC pad SCLASS B
HMI

Display Lo

Led 3

Touch Button 4

Commu nication Interface
Commu nication Protocol

RS485.LAN/WIF{optnal)
Modbus/Surspec TCP/Sungpec. RTU

Frmare Update Local USB/Remote web

Meter RS485

Standard Warranty [vears] 10
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