Sunnytek Solar Sweden AB Vind turbin 1-5 KW Paae 1/3 21 Sentember 2021

ST serien vindturbiner ar en skovelturbin med

vridna blad. Denna. Konstruktion ger tystare

drift och ingen lagfrekvent pulsning likt en

turbin med vertikala raka vingar.

Generatorn ar en platt enhet med inbyggda

lager for hela turbinen. =

Denna turbin finns i storlekar fran 300W till 5

KW och har samma design

Tekniska specifikationer.

Mag lev generator |

2 KW diameter

Arbetstemperatur -20C till+60 C s
=

Vikt 89 kg for 2 KW system
Anslutning Separat Inverter for
batteri eller natdrift

Fabriksgaranti 10 ar

On grid inverter / controller separat

Budget priser Sep 2021.
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2 KW Pris 23 500 kr ex moms

TK-2000w vertical wind turbine curve

5 KW Pris 45 000 kr ex moms 2200
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Process of flowsheet Product introduction

Low Vibration and Low
i noise (around 45dB)

Low Start up Wind Speed

Core-less Generator

——— o) with Low Torque
Aluminum Alloy Blades |
with Powder Coating.
Anti- corrosive and .
Anti-rusty e

High Cost-performance
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Wind grid-series models WG300wW WGS500W WG1000W WG1500W WG2000W
Rated AC output power 300w S00W 1000W 1500w 2000W
DC Input Voltage Range
(the test point is at the output 10.5-30VDC/22-60VDC 45-90vDC
of the rectifier)
Max output power factor 99%
E:)lc:t\s:'t Reverse wvoltage Fuse
AC output voltage range 90~160VAC/180~260VAC
AC frequency range 46Hz~65Hz
Islanding protection Yes
Output short circuit protection Current-limiting
Display LED
Cooling Fan
Night Power <1w
Ambient temperature range -10 T~457C
Waterproof Indoor Type Design
dump load resistors parameter R=V2/P=54*54/600 = 4.9 (chm)
Electromagnetic Compatibility ENS0081.partl ENS0082.partl
Power System Disturbance EN61000-3-2 EN60950-1
Network test DIN VDE 126 UL1741
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