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Short summary of Sunnytek Solar models for solar operated
pumps for irrigation and water supply.

Sunnytek Solar offers several models for different demands for water applications. Depending one
application, pump model and installation site we select the suitable combination of solar panels to get most
out of the system.

" Prices for 1 pcs.
Extra discount
on volumes

PROFESSIONAL SOLAR PUMPS

SP200. Price
Euro 1700

SP300. Price
. Euro 1900

FLOW RATE UP TO 2.2 M3/H v
SIMPLE INSTALLATION & MAINTENANCE-FREE THANKS TO BRUSHLESS DC MOTOR RoHS c €
HIGH RELIABILITY AND LIFE EXPECTANCY COMPLAN

COST-EFFICIENT PUMPING. 100% STAINLESS STEEL CONSTRUCTION

MOTOR BRUSHLESS, MAINTENANCE-FREE DC MOTOR

OUTLET: STAINLESS STEEL. PUMP BODY: STAINLESS STEEL.. MOTOR BODY: STAINLESS STEEL

INTEGRATED MPPT CONTROLLER MANAGING PUMP SYSTEM AND MONITORING OF THE OPERATING STATES
MOUNTED AT SURFACE (NO IMMERGED ELECTRONIC PARTS)

SOLAR CONTROLLER,WATER LEVEL SENSOR

PROTECTED AGAINST REVERSE POLARITY, OVERLOAD AND HIGH TEMPERATURE

SPEED CONTROL, MAX. PUMP SPEED ADJUSTABLE TO REDUCE FLOW RATE

SOLAR OPERATION: MPPT (MAXIMUM POWER POINT TRACKING) TECHNOLOGY — MAXIMUM EFFICIENCY
COMPARED WITH THE TRADITIONAL ALTERNATING CURRENT MACHINE, THE EFFICIENCY IS IMPROVED 25% BY THE
PERMANENT MAGNETISM, DIRECT CURRENT, BRUSHLESS, NON-SENSOR MOTOR

MAX. FLOW RATE 2200 [L/H] MAX. LIFT [M] 37

TYPE OF ENCLOSURE IP 54. MAX. WATER TEMPERATURE +60°C

EXPORT PRICES
Model Voltage Q H Outlet Recommended solar
max. max. power system
\" M3/h ™M inch Power(W)
SP200-25 24 2.0 25 1" 270
SP300-37 36 2.2 37 1" 400

Accessories included: solar controller, solar panels, water level sensor, solar cable, connectors

Volume discounts

4 pcs - 15%
8 pcs - 20%
20 pcs -30%
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Su nnytek Solar Sweden AB

Solar Operated pumps

PROFESSIONAL SOLAR PUMPS 300/500w DC

—0—¢—6—0—0—9¢

N Permanent magnet brushless dc motor

EXPORT PRICES

FLOW RATE UP TO 3200 L/HOUR

SIMPLE INSTALLATION & MAINTENANCE-FREE THANKS TO
BRUSHLESS DC MOTOR

HIGH RELIABILITY AND LIFE EXPECTANCY

COST-EFFICIENT PUMPING. STAINLESS STEEL CONSTRUCTION

MOTOR BRUSHLESS, MAINTENANCE-FREE DC MOTOR
OUTLET: STAINLESS STEEL

PUMP BODY: STAINLESS STEEL

MOTOR BODY: STAINLESS STEEL

INTEGRATED MPPT CONTROLLER MANAGING PUMP SYSTEM AND
MONITORING THE OPERATING STATES

MOUNTED AT SURFACE (NO IMMERGED ELECTRONIC PARTS)
PROTECTED AGAINST REVERSE POLARITY, OVERLOAD AND HIGH
TEMPERATURE

SPEED CONTROL, MAX. PUMP SPEED ADJUSTABLE TO REDUCE FLOW
RATE

SOLAR OPERATION: MPPT (MAXIMUM POWER POINT TRACKING)
TECHNOLOGY — MAXIMUM EFFICIENCY

COMPARED WITH THE TRADITIONAL ALTERNATING CURRENT
MACHINE, THE EFFICIENCY IS IMPROVED 25% BY THE PERMANENT
MAGNETISM, DIRECT CURRENT, BRUSHLESS, NON-SENSOR MOTOR
MAX. FLOW RATE 3200 [L/H] MAX. LIFT [M] 35

MAX. WATER TEMPERATURE +602C

Model Voltage | Motor power DC | Q max. | Hmax. | Outlet | Solar system
(Not included)
Vv Watts L/h m inch Power (W)
-SP300-18 24 300 3200 18 1" 400
~SP500-35 48 500 3200 35 1" 750

Sunnytek Solar AB Sweden
Tel 073 708 80 64.

PROFESSIONAL SOLAR PUMPS 750w DC/1 HP

SIMPLE INSTALLATION & MAINTENANCE-FREE
THANKS TO BRUSHLESS DC MOTOR

HIGH RELIABILITY AND LIFE EXPECTANCY
COST-EFFICIENT PUMPING.

MOTOR BODY: DIE CAST ALUMINUM

MOTOR BRUSHLESS, MAINTENANCE-FREE DC MOTOR
INLET/OUTLET: 304 STAINLESS STEEL

PUMP BODY: 304 STAINLESS STEEL

IMPELLER: 304 STAINLESS STEEL

MPPT CONTROLLER MANAGING PUMP SYSTEM AND
MONITORING OF THE OPERATING STATES
PROTECTED AGAINST REVERSE POLARITY, OVERLOAD
AND HIGH TEMPERATURE

SPEED CONTROL

SOLAR OPERATION: MPPT (MAXIMUM POWER POINT
TRACKING) TECHNOLOGY = MAXIMUM EFFICIENCY
COMPARED WITH THE TRADITIONAL ALTERNATING

CURRENT MACHINE, THE EFFICIENCY IS IMPROVED 25%

BY THE PERMANENT MAGNETISM, DIRECT CURRENT,
BRUSHLESS, NON-SENSOR MOTOR. DRY RUNNING
PROTECTION

MAX. WATER TEMPERATURE +60eC
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Prices

SP300. Price Euro 1750
SP500. Price Euro 2100

Volume discounts

4 pcs - 15%
8 pcs - 20%
20 pcs -30%

Prices

F-07. Price Euro 2100
F-03. Price Euro 2100
Volume discounts

4 pcs - 15%
8 pcs - 20%

e 20 pcs -30%

EXPORT PRICES]
Model Rated power Rated voltage Maxflux Maxpump Maxsuction Outlet Recommend
Watts (Vde) (Liters/h)  Head (m) Head (m) solar panel
(not included
F07-34-750 750 2 7000 k) 8 1.25" 120040
F03-60-750 750 12 3000 60 8 1 120000

Accessories included: Mppt solar controller, solar cable, connector, water level sensors

Web site

Farjevagen 3 178 54 Ekert / Helgd

Sweden

www.sunnytek.se

E-Mail

sales@sunnytek.se
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mailto:sales@sunnytek.se
http://www.sunnytek.se

Sunnytek Solar Sweden AB  Solar Operated pumps Page 3/6 17 August 2021

PROFESSIONAL SOLAR PUMPS 0.67HP/1.2HP/1.6HP

hanks 1o bruehloss ce motor Prices 1 pcs prices and in volume we can
High reliability and life ex; n . .
Cos-ficion pumging. give an extra discount on all models

Motor body: die cast aluminum
Screw: 316 stainless steel
Motor brushless, maintenance-free dc motor.

N ired f .
onergy Long espen = SF 17 model. Price Euro 2700
Mppt tecnology solar contrlier managing

pump system and montoring of the SF 23 model. Price Euro 3600

operating states

Protected against reverse polarity, overload, SF 31 model Pr|ce Euro 4300

low voltage, dry running and high

temperature
Solar operation: mppt (maximum power point

) ~ maximum efficenc:
Compared witn the t ing 4 pcs - 15%
current hine, the y 1S imp
25% by the permanent magnetism, direct _ o
curv;nl. brushless, non-sensor motor 8 pCS 20 /°

Max. Water temperature +60°c 20 pCS _300/0

Rated voltage  Maxflux  Max pump
Head

(vdc) (Litersin)
Maters/foet
ATL-SF17-15-500 0 6i 8 17020 15m / 491 5 0wh solar panels
|_ATL-SF21-19.900 900 12 72 21000 19m /620 6 2" 4" 300wh sola panels 2
| ATL-SF31-49-1200 1200 6 72 31000 19m /G2R 6 25 6 270wh solar panels 27

APPLICATIONS: SWIMMING POOL WATER CIRCULATION THROUGH A FILTER SYSTEM AND THERMAL COLLECTORS, POND MANAGEMENT, IRRIGATION,
AQUARIUMS, HOUSEHOLD WATER, VEHICLES, SHIPS, REVERSE OSMOSIS PURE WATER MACHINES, WATER TREATMENT EQUIPMENT, FILTERS, SPRAVING
DEVICES, PL QL . WATER C =

EXPORT PRICE

Model Voltage | Motor power DC | @ max. | Hmax. | Outlet | Solar system

Not included

v Watts L/h m inch Power (W)
SF17-15-500 48 500 17000 15 2" 800
$F21-19-900 72 900 21000 19 2" 1200
5F31-19-1200 72 1200 31000 19 25" 1620

PROFESSIONAL PUMPS WITH DC MOTOR 2.4CV/3Cv/acv . . .
Prices. 1 pcs prices and in

for irri umpit .
Inagrodure,spiiter igaon .+ volume we can give an extra
discount of all models

irrigation, water circulation, etc. Easy and
maintenance-free installation thanks to the
brushless DC motor. High reliability and long
life for affordable pumping in remote areas
without electricity

Body of the engine: die-cast aluminum.
Output: stainless steel. Pump body: stainless
steel

Brushless motor in continuous current, no
maintenance. These modern solar pumps do
not require inverters to operate on solar
energy; can be connected directly to solar
panels

Solar Mppt technology controller that
manages the pumping system and monitors
operating states. System protected against
reverse polarity, overload, low voltages, dry
operation and high temperatures

Solar operation: maximum power point
tracking technology - maximum efficiency
Compared to a traditional AC pump, the efficiency is improved by 25% thanks to permanent magnetism, direct current, brushless motor and
sensor less. Max. Water temperature 602C.

SF23-42 model. Price Euro
5200
SF23-60 model Price Euro
5800
SF23-90 model. Price Euro
7000

J

Model Motor (watts) HPICV a Max. total head ~ Suction
(n

ATL-SF2342-1800 1800 24 16 2300 42m /1388 25001Vh 2
ATL-SF23-50-2200 2200 30 19; 23001 60m/ 1978 3 3000Wh 2
ATL-SF23-90-3000 3000 40 21 23001 90m / 2958 z 3900Wh 3

4 pcs - 15%
8 pcs - 20%

APPLICATIONS: WATER CIRCULATION, STORAGE ADMINISTRATION, IRRIGATION SYSTEMS , AQUARIUMS, HOME WATER, VEHICLES, VESSELS, PURE WATER 20 pCS -300/0
MACHINERY, WATER TREATMENT EQUIPMENT, SPRAY EQUIPMENT, PURIFICATION EQUIPMENT, WATER TREATMENT SYSTEMS COOLING ETC...

EXPORT PRICE LIST
Model Motor (watts) Max.Q  Max. total head Suction Outlet Recommended solar system
(Litres/h)  (metres / feet) (m) Non included
-SF23-42-1800 1800 23000 42m / 138ft 8 2" 2500Wh
-SF23-60-2200 2200 23000 60m / 197ft 8 2" 3000Wh
-SF23-90-3000 3000 23000 90m / 295ft 8 2" 3900Wh
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Serial 3000 solar submersible pummp

Prices
DC STAINLESS STEEL PROFESSIONAL SOLAR PUMPS

Providing the best efficiency and reliability pumping water by solar energy 80OW. Price Euro 1250
! 3" diameter serial 3000 solar submersible pumps adopt stainless steel impeller and rubber stator, 1 40W Prlce Eu ro 1 350

permanent magnet brushless motor, the combination of motor and controller increases efficiency over

j‘ 85%, it is 25% more than the traditional AC pump. 210W. Price Euro 1500
Materials: Durable stainless steel casing, shaft core, coupling and pump body; oil immersion style 270W Pr'Ce EUI’O 1 650
stainless steel submersible motor 500W. Pl’lce Euro 1 950
Product features: compact structure, high lift, noiseless, pollution free, complete electrical protecting 1 OOOW PrICG Euro 2200

controller device against under voltage, over voltage, over flow, overload, waterless etc... automatic

L L_ recovery controlling water height as demanded. Solar operation: Mppt (maximum power point tracking). 1 300W Prlce Euro 2550

— No electronics inside motor. IP68 pressure balanced.
Easy Installation, maintenance free, safe and reliable. Max head 140m. Max. Flow: 2.3m3/h

€ =
: Applications: Serial 3000 solar pump series are workable within maximum head as there are not BDC
restrictions. With the addition of high head and high efficiency, they are suitable for distance water
o irrigation, high efficiency for increasing oxygen on aquaculture, pumping water from deep well,

i ‘/' s fountains, watering cattle and livestock, pond management, irrigation etc...
-

l ( ] o' o _ Working condition: The volume ratio of sand content must be no more than 1% particle size less than
b 0.2mm. Max medium temperature up to 40°C PH value: 6-8.5

EXPORT PRICE LIST

Model Motor Pump Solar array Max Flow Max Head Outlet With MPPT
power  Voltage Power (W) (M3/H) (M) (IN) function
(Not included) Controller

31.0/30-D24/80 s0w 24V 110 1 30 0.75" Yes
31.3/50-D24/140 140w 2v 180 13 50 0.75" Yes
31.5/80-D24/210 210w 2av 280 15 80 0.75" Yes
31.5/95-D24/270 270w 2av 360 15 95 0.75" Yes
31.5/115-D36/500 500w 36V 660 15 115 0.75" Yes
32.3/80-D48/750 750w asv 90 23 80 0.75" Yes
32.3/120-D48/1000 1000w 48V 1320 23 120 0.75" Yes
32.3/140-D72/1300 1300w 72V 1680 23 140 0.75" Yes

Accessories included: stainless steel solar water pump with DC motor with dry running protection, solar controller MPPT, connector, water level
sensors

DC STAINLESS STEEL DRAINAGE PROFESSIONAL SOLAR PUMPS .
Atlants pumps provide the best efficiency and reliability pumping water by solar energy PnCeS

The solar drainage pumps TurboDrain can be used for pumping clean water for

people, cattle or irrigation but also gr pits, sump pits, sullage, waste water, i

general dewatering, bilge pumping, household waste water, sump draining, pool 750W P r!Ce E uro 2200
emptying, sullage pumping and waste water system etc.. Drainage pumps easily 1300W Price Euro 2600
drain out clean or dirty water from any surface. Water leakage in a building is quite .

a dangerous situation that needs to be immediately taken care of with an efficient 2200W Price Euro 3300

drainage solar pump. 3000W. Price Euro 3850

Heavy duty construction made in durable stainless steel for long life span. The combination of
motor and controller increases efficiency over 85%, it is 25% more than the traditional AC
pump.

« Stainless Steel Motor Housing and Shaft
 Cast Iron Impeller

-~ * Dual mechanical seal with oil chamber
* Thermal Overload Protection
E' * Extremely reliable construction
4 * Automatic running
o —
e ' *  Product features: compact structure, noiseless, pollution free, complete electrical protecting
. » = _controller device against under voltage, over voltage, over flow, overload, waterless etc...
WESEEEE automatic recovery controlling water height as demanded.

Solar controller: Mppt (maximum power point tracking). IP68
Easy installation, maintenance free, safe and reliable.
Max head 35m. Max. Flow: 70m3/h

EXPORT PRICE LIST
Model Motor Pump Solar array Power Max Flow Max Outlet With MPPT
power Voltage Watts (M3/H) Head (i) function Controller
(recommended) (™)
L-TD18/12/750 750w 4sv 1000 18 12 2" Yes
~TD28/14/1300 1300w T2v 1800 28 14 2" Yes
~TD70/20/2200 2200w 216V 3000 70 20 3" Yes
~TD70/35/3000 3000w 216V 3900 70 35 3% Yes

Accessories included: stainless steel solar water pump with DC motor with dry running protection, solar controller MPPT, connector, water level
sensors
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DC PUMP REF PUMP POWER SOLAR SYSTEM WATTS MAX
VOLTAGE wp RECOMMENDED FLOW L/H
36 -8000BS2-4 500 660-690 4500 50
72 -8000BS2-7 700 920-1050 5000 75
110 80008S2-15 1100 1440-1650 5000 106
150 8000852-18 1500 1920-2050 5500 145
220 8000852-24 2200 2860-3300 6000 183
300 8000852-28 3000 3900-4500 7000 260
36 -8000BS3-2 500 660-690 5000 35
72 -8000BS3-5 700 920-1050 5300 54
110 8000853-12 1100 1440-1650 5500 100
150 80008S3-13 1500 1920-2050 6000 123
220 80008S3-18 2200 2860-3300 6500 144
300 8000853-22 3000 3900-4500 6800 175
72 -8000BS5-3 700 920-1050 9000 32
110 -8000BS5-7 1100 1440-1650 9500 75
150 8000855-10 1500 1920-2050 10000 102
220 8000BS5-14 2200 2860-3300 10500 128
300 80008S5-18 3000 3900-4500 10500 158
72 -8000BS8-2 700 920-1050 11000 30
110 -8000BS8-4 1100 1440-1650 11500 45
150 -80008BS8-6 1500 1920-2050 12000 57
220 8000858-10 2200 2860-3300 12300 87
300 8000858-12 3000 3900-4500 12500 105
110 8000B514-2 1100 1440-1650 19000 24
150 80008514-3 1500 1920-2050 20000 33
220 80008514-5 2200 2860-3300 21000 51
300 8000BS14-6 3000 3900-4500 22000 62
220 80008517-2 2200 2860-3300 26000 36
300 80008517-3 3000 3900-4500 28000 48
220 80008530-1 2200 2860-3300 50000 18
300 8000B530-2 3000 3900-4500 52000 32
300 80008546-1 3000 3900-4500 90000 20
300 80008560-1 3000 3900-4500 110000 18
300 8000B52-26 3000 3900-4500 8000 295

Solar panels

On very hot areas where there is sun haze CIGS panels and A-Silicon are the
best to produce power

They are also good In partial bloody areas with shadows and twilight.

If area is better we prefer Mono panels but they suffer high heat and not clear
weather and partial shadow.

If area have no dark background we can prefer dual sided solar panels that
also collect reflected light from the ground.

To make the selection we need to know more about the installation site
position, how pumps are used and demands by users. Depending on answers
we may select what works best balanced two end user demands.

Pumps can operate direct on solar panels and if we also want electricity for the population we have
inverters and energy storage solutions. These systems operates in parallel with solar pumps and gives
power for the farmers and inhabitants in the area. Normally we need more panels and an energy storage
system. For energy storage we haver battery systems with 20-30 years life cycle. Low life cycle cost and
low maintenance is a key for success.
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Irrigation equipment

We can offer equipment and hardware for irrigation for
farming. Drip water solutions are by far the most
efficient as this technology saves lots of water and
gives a good harvest

Water cleaning solutions.

Sunnytek Solar has solutions to clean water dirty
for getting healthy drinking water.
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